IMPORTANT INFORMATION

WINGS & WHEELS 2010
ARRIVAL PROCEDURES
CAMBRIDGE/DORCHESTER REGIONAL AIRPORT (CGE)
3 MILES S.E OF CITY
RWY 16/34 LENGTH 4,475’X 75’ DSPL N/A

WATCH FOR AIRPORT CONSTRUCTION ACTIVITY

AND AIRCRAFT BACK TAXIING ON RUNWAYS
	RADIO USE IS STRONGLY ADVISED!
UNICOM/CTAF: 122.700
AWOS/ASOS: 120.675


	 


 
 

 

 
        THE ULTRALIGHT TRAFFIC PATTERN IS RIGHT HAND (NON STANDARD). PATTERN ALTITUDE FOR ULRALIGHTS IS 700 FEET MSL. REMEMBER TO YEILD RIGHT OF WAY TO ALL OTHER TRAFFIC.
        To provide separation for arriving aircraft, the Typical Pattern Altitude (TPA) will remain 1000 feet MSL for General Aviation and 700 feet MSL with right turns for Ultralights.
        Prior to arrival tune radio to 120.675 (AWOS) for recorded airport information, or call Cambridge UNICOM on 122.700.
        ALL ULtralights are encouraged to announce POSITION and ALTITUDE when within at least5 miles of the Cambridge Airport. Prior to entering the airport traffic area, begin descending to 700 FEET MSL.
        This years event is on the tarmac along the taxi-way. Follow designated personnel/signal man to parking area. Make an effort to park with other aircraft of your type. Make sure you receive an information packet that includes a pilot briefing and a registration form. Return the form to the registration area for your flight line pass.
        Before starting your engine or taxiing ask a flightline attendant to clear your startup and taxi area.
WARNING: THERE IS AN AEROBATIC BOX WITHIN THE AIRPORT TRAFFIC AREA. IT LIES JUST EAST OF THE AIRPORT AND RUNS NORTH AND SOUTH AND WILL BE IN USE.
